
Point-of-Care patients represent a wide 
range of clinical challenges. The bk3500™ 
ultrasound system features a comprehensive 
portfolio of specialty transducers for Point-of-
Care designed to provide superior access for 
each and every patient.

Up to four transducers can be connected to 
the bk3500 simultaneously. Our transducers 
utilize Twin Cam Pinless Zero Insertion Force 
(ZIF) connectors that are designed to be 
connected and removed with one hand, using 
a simple locking mechanism on the system. 
All our transducers are fully validated for most 
common sterilization methods.

A unique Smart™ button enables you to 
activate the transducer, freeze, print and store 
images with a push of a button. This exclusive 
feature allows you to perform essential 
imaging functions quickly and simply while 
reducing the time to change transducers.

Smart™ button for easy transducer activation

bk3500 TRANSDUCERS

THE RIGHT TRANSDUCER FOR  
EVERY NEED

Transducers can be connected and removed with one hand

bk
35

00
 T

RA
N

SD
U

C
ER

S



Analogic and the globe logo are registered trademarks of Analogic Corporation. BG0614-A 

THE RIGHT TRANSDUCER  
FOR EVERY NEED

X-Shine off  
8L2 transducer

WITH X-SHINE, THE DIFFERENCE IS CLEAR

Seeing the needle in tissue with ultrasound can be a challenge. The X-Shine needle visualization option offers you a clear advantage, enhancing 
the needle’s appearance in real time during in-plane procedures without any compromise to image quality or fast frame rates.
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BK Ultrasound

8 Centennial Drive 
Peabody, MA 01960
T +1-978-326-1300
bkultrasound.com

 

Sales and Service USA

BK Ultrasound 
8 Centennial Drive 
Peabody, MA 01960 
USA
T +1-978-326-1300
F +1-978-326-1399 

Europe and Rest of World

BK Ultrasound 
Mileparken 34, 2730 
Herlev, Denmark
T +45 4452 8100
F +45 4452 8199
 

Asia

Analogic Medical Equipment 
(Shanghai) Co., Ltd. 
1377, Lan Dian Road
Pu Dong New District
Shanghai, China, 201132
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Craniotomy 
N13C5**

Linear 
14L3

Cardiac 
5P1***

*9C2 and 8L2 transducers have not been licensed by Health Canada
**N13C5 transducer licensed by Health Canada only for surface applications
***5P1 transducer is not for direct use on the heart


